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Venue Information 
IPAC is located in central Wollongong and hosts two performance spaces; IMB Theatre & Bruce 
Gordon Theatre, and one studio/rehearsal space; The Bob Peet Studio. 
Wollongong Train Station is a 15 minute walk west along Burelli Street. The nearest bus stop is in 
front of the building on Burelli Street.  
Both the stage door and loading dock are located in Town Hall Place, entering from the eastern side of 
the “loop” road. To back into the loading dock, it is easiest to reverse up the laneway. 
 
 

 
 
The IMB Theatre is a proscenium arch theatre with a raked auditorium with up to 510 seats depending 
on its configuration. It features a large, unraked stage and has a fly tower with 50 single purchase lines, 
as well as an orchestra pit which can also provide an apron thrust when the pit is not required. 
 
Loading Dock 
Access 
The loading dock is situated at the back of the venue on the northern side. Access is available via Town 
Hall Place, off Burelli Street. The ramp to the loading dock slopes down, and a semi truck with level 
ground to unload equipment into the venue. Merrigong does not own any ramps for loading or 
unloading gear from trucks of different levels. Unloading from a van or car can be easier from the top 
of loading dock and through Stage Door. 
The roller door to the loading dock is 3.6m wide and 3.1m high. 
 
Restrictions / Obstructions  
Access to the loading dock is difficult due to sharp 90° turn required from Town Hall Lane.  
Please contact the Production and Technical Manager for further information.  
 
Personnel 

Stage door 

Loading 
Dock 
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Stage Door is situated on the eastern side of the building off Town Hall Place. Please ring the door bell 
at your access time. 
 

Stage Access 
Two acoustic sliding doors separate the Loading Dock from the IMB stage.  
Width 2.80m 
Height 6.90m 
Diagonal 7.50m 
 
There are four doors that lead onto the IMB Stage behind the proscenium. They’re located on the 
Opposite Prompt wall down stage and up stage, the Up Stage wall on Prompt Side, and the Down Stage 
wall on Prompt side. 
There is also a door on either side of the proscenium allowing for access to the forestage. These doors 
are 1m wide x 2.1m high. These doors are referred to as the Juliet doors. 
Stairs can also be placed in the auditorium, allowing for access on either side of Row A. 
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Auditorium 
Seating Description 
The IMB Theatre has 510 seat auditorium with a heavy rake. Rows A to C are level seating, with the 
rake beginning in Row D. 
Rows A and B sit on the Orchestra Pit lift and need to be removed if the Orchestra Pit or thrust are 
required. This reduces the capacity by 35 seats. 
When the sound desk is located in the auditorium, the capacity is reduced by 12 seats. 
Row G is on entrance level and is the only row that does not require access via the stairs. The end seats 
in Row G can be removed to accommodate wheelchairs. These seats are held from online sale, and 
need to be purchased through Box Office directly. 
A gauze can be dropped within the auditorium behind L row, separating the back half of the 
auditorium if desired. 
 

 

Seating Capacity 
Full capacity 510 seats  
In-house sound position 12 seats R16-21, S16-21 
Orchestra pit or thrust 35 seats A and B rows 
OP stairs 1 seat B10 
PS stairs 2 seats B25-26 
 
Stairs to Stage 
If access from the front of the stage into the auditorium is required during a performance, stairs will 
need to be installed and seats removed to accommodate this. This needs to be confirmed with the 
Production & Technical Manager and Venue Hire to ensure these seats are not sold. 
 
Where stairs are required for rehearsal/bump-in, seats do not need to be removed, however time 
needs to be allocated to set these up and remove them prior to first audience. 
 
Stairs can only be used when the thrust is used as a seating bank. Stairs cannot be used when the 
thrust is in use, nor the orchestra pit. 
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Stage Specifications 
Brief Stage Description 
Unraked Proscenium Theatre. The orchestra pit can be raised to the stage level to accommodate a 
forestage thrust via an Electro Mechanical Lift. Control point located prompt side stage wall. 
 
Proscenium Width  11.80m  
 Height  7.00m  
   
Stage Setting Line Rear of the Fire Curtain, 
 Width  20.10m OP Wall to Fly Rail 
 Height 17.65m To Grid 
  7.75m Under Galleries 
 Depth  11.75m Setting line to back wall 
  10.60m Setting line to last set of lines 
  0.80m Setting line to edge of forestage 
   Setting line to edge of thrust 
    
Thrust Width  10.75m  
 Depth   
 Height  0.85m Stage level to Auditorium 
  3.00m Stage level to Orchestra Pit 
 Load Rating  7.5 kpa  
 
 
Stage Floor Surface  
Hardboard nailed to Tallow Wood, full width, no level change, no rake. 
Stage surface: Hardboard nailed to tallow wood with low sheen black paint. 
Wing surface: Hardboard nailed to tallow wood covered in carpet. 
Maximum loading: 7.5 kPa 
Maximum point load: 450kg 
 
Painting the stage floor requires approval from the Production & Technical Manager. 
 

Orchestra Pit 
The Orchestra Pit area is trapezoidal in shape, and can accommodate up to 30 musicians in comfort. 
The width at the front is 10.75 m. The width of rear is 14.50m. The depth at the deepest point is 5.50m. 
At its lowest level, there is a slight lip from the ground to the moving portion of the Orchestra Pit. 
 
Forestage Access (Juliet’s)  
Doors either side of proscenium arch. 1 metre wide x 2.1 metres high.  
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Staging and Rigging 
Stage Machinery 
Fire Curtain 
The Fire Curtain is a semi-rigid sheet of steel attached to an electric winch. This is located on the back 
of the proscenium and acts as a barrier between the stage and auditorium in the event of a fire. 
 
Chain Motors 
There are four chain hoists available for use. They have 20m chains move at a speed of 4m/min, and 
have double brakes. They’re controlled with BCHC8 controllers, typically operated from Down Stage 
Prompt Side. 
 
Orchestra Pit Lift 
The forestage area may be used as auditorium seating, an orchestra pit, or raised to create a thrust 
stage. This staging area can be set to any intermittent level between those listed above. The Orchestra 
Pit Lift is controlled by a pendant. Nobody is permitted on the Orchestra Pit Lift while it is moving. 
 

Height Access Equipment 
The IPAC has an elevated work platform and several ladders. These are shared between all venues. 
Please confirm availability with the Production & Technical Manager. 
 
Elevated Work Platform 

Model JLG 30AM 
Max Height 9.1m 
Max Weight 135kg 

 
Outriggers must be in and wound down to ascend, and must remain in at all times while in operation. 
One Merrigong staff member must be in the area at all times the EWP is in use. EWP only to be used by 
trained and inducted personnel.  
 
Rostra 
The IPAC has 1 metre by 2 metre rostra with legs ranging from 150mm to 900mm available for hire at 
additional costs. Safety rails are available. 
These cannot be painted or screwed into. 
Two 600mm x 7m black skirts are available for the rostra. 
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Fly Tower 
Fly System 
There are 52 single purchase counterweight fly lines. Two of these are Panorama lines. Bar extensions 
can be installed to extend the reach of drapes into the wings. 
 
Fly System Details 
Operating Position Prompt Side, stage level 
Total number of Lines 52 (last two lines are panorama) 
Batten Max Height 16.90m 
Batten Min Height 0.50m 
Batten Drift 16.30m 
Batten Diametre 48 O.D. 
Batten Length 15.40m 
Batten Distributed Load 600kg 
Cradle Capacity 400kg 
Slave Cradle Capacity 200kg 
Number of Slave Cradles 4 
First Line Position 500mm upstage of Setting Line 
Distance between Lines 150mm, except those adjacent to structural steelwork 
Height to First Gallery 7.75m (3 sides of stage - OP, Rear Wall, PS) 
Height to Second Gallery 10.80m (3 sides of stage - OP, Rear Wall, PS) 
Height to Third Gallery 14.75m (PS only) 
Height to Grid 17.65m 
Width between Galleries 16.75m 
 
Scenery Rigging and Hardware 
The IMB Theatre grid can be accessed via the PS gallery. Personnel requiring access to the grid and 
galleries must be accompanied by a Merrigong technician. 
All flown items must be rigged with rated equipment. The IPAC carries a limited stock of rigging 
equipment and hardware. Confirmation of available stock should be made with the Production & 
Technical Manager prior to bump-in.  
 
  



 

February 2025 10 

Drapery 
House Curtain 
Red Velvet, single purchase counterweight set operated from PS corner. Line situated 250 mm US from 
setting line. This cannot be moved. 
 
False Proscenium 
Behind the proscenium on fly lines 1 and 2 are a Teaser, 15.40m wide by 3.50m high, and two 
Tormentors, 2.00m wide by 8.40m high. These can be used as standard masking, or to tighten the 
proscenium opening. These can be opened up or flown out of the way, but cannot be de-rigged or 
moved to another line. 
 
Curtain Tracks 
There are two curtain tracks containing black tabs,  which are always rigged in the IMB Theatre. 
These can be moved to any fly line as required by the production but cannot be derigged without 
approval. 
 
Stage Drapery 

 
  

Type Material Colour Width Height Quantity 
Leg Wool Black 5.00 metres 8.00 metres 5 (pairs) 
Leg Wool Black 6.50 metres 8.00 metres 1 (pair) 
Border Wool Black 15.4 metres 3.80 metres 6 
Tab Velour Black 8.3 metres 8.40 metres 2 (pairs) 
Curtain Wool Black 9.0 metres 8.40 metres 1 (pair) 
Gauze Cotton Black 15.4 metres 8.50 metres 1 
Cyclorama  White 15.4 metres 8.50 metres 2 
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Lighting 
Lighting Control 
Console ETC Gio 
Software Version 3.2.10 
Control Channels 4096 
Data Distribution 2x DMX outputs 
 2x Ethernet ports 
Accessories 1x 40 Submaster Fader Wing (upon request)  
 2x Dell P2418HT 24” touchscreen monitors 
 1x iPad with iRFR and oscRFR 
 
Stage Lanterns 
Make Model Details Wattage Total 

Profiles 
Selecon Pacific 12/28° 1000W 12 

ETC Source 4 19° 750W 10 
ETC Source 4 26° 750W 10 
ETC Source 4 15/30° 750W 19 
ETC Source 4 25/50° 750W 10 
ETC LED Source 4 Lustr Series 2 19° 

Mode: Direct Str. Fan 
 6 

ETC LED Source 4 Lustr Series 2 26° 
Mode: Direct Str. Fan 

 10 

Fresnels 
Selecon Rama With barndoors 1200W 48 

Parcans 
 Par 64 MFL, NSP, VNSP 1000W 20 

Movers 
Martin  Rush MH7 Hybrid  375W 8 
Clay Paky Mini B Mode: Basic RGBW 

16b 
375W 

8 

Cyc Units 
Altman Spectra Cyc RBGA 

Mode: 608 
200W 10 

Follow Spots 
Robert Juliat Alice   2 

Additional Stock (charges may apply) 
Look Solutions Unique 2 Hazer  3 
James Thomas  4-way Molefay  Par 36  9 
Martin Atomic Strobe With barndoors 3000W 3 
ETC Source 4 Junior Zoom 25/50  25 
ETC LED Source 4 Lustr Series 2 36° 

Mode: Direct Str. Fan 
 10 

Selecon Arena 2K With barndoors 2000W 4 
 Mirror Ball With motor  1 

 
Any fixtures outside of the Standard Lighting Plan are subject to availability.  
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Standard Fixture Modes 
Make Model Mode Channels 

ETC LED Source 4 Lustr 
Series 2 

Direct Strobe Fan 10 

Martin  Rush MH7 Hybrid - 21 
Clay Paky Mini B Basic RGBW 16b 21 
Altman Spectra Cyc 608 10 
Martin Atomic Strobe 3 Channel 3 

 
House Lights 
House lights are controllable through both DMX and wall plate control. Wall plates are located down 
stage prompt side next to the Stage Manager’s desk, and in the Bio Box next to the lighting console. The 
wall plates have three preset modes – 0%, 50%, 100% – with a fixed fade time of 2 seconds.  
 
Follow Spots 
There are two follow spots available for hire. Their standard positions are on Bridge 3. A minimum of 
one Merrigong Technician is required if using this position due to height safety. They can also be 
operated from the Bio Box. 
 
DMX Facilities 
The IMB utilises a Pathport Octo with sACN. It is integrated into the IMB Technical Network as 
standard. It can be connected into a touring network if necessary. 
If using the Pathport Octo, cabling to the console can be run to the Bio, in-house Sound Desk, a 
production desk in the middle of the audience, or from either side of stage. 
 
DMX Splitters 

1 x Pathport Octo 8 x 5pin  8 x 5pin outputs.. Up to 8 separate universes 
LSC 10-way  6 x 5pin outputs, 4 x 3pin outputs 
Jands DD8 8 x 5pin outputs 
 4 x 5 pin outputs 

 
DMX Patching 
2x DMX patches running from L Row to the Bio Box 
4x DMX patches running from the Bio Box to Gallery 1 OP  
2x DMX patches running from Gallery 1 OP to the Dimmer Room  
1x DMX patches running from Gallery 1 OP to the ground floor DSOP 
1x DMX patches running from Gallery 1 OP to the ground floor DSPS 
1x DMX patches running from Gallery 1 OP to the ground floor USPS 
 
Power 
349 circuits are distributed throughout the theatre and are fully patchable via a main patch panel in 
the dimmer room, situated on level 3 between our 2 venues.  
 
Dimmers 
216 x 2.4kW LSC Teko Channels 
3 extra roving 2.4kW LSC Teko 12 way dimmers available 
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Lighting Positions 
Flown Positions 
There are six flown Electrics Bars in the IMB Theatre. All contain 30 patch points. Four of the bars run 
directly to dimmers, while the other two run to Gallery 1 to be patched to the Dimmer Room. 
 
All remaining fly bars can be used as lighting positions with cabling run as necessary. 
 
Front of House 
Bridge 1 Throw from centre of bridge to setting line 8.00 metres 
 Bridge length 16.00 metres 
 Angle at setting line 68 degrees 
Bridge 2 Throw from centre of bridge to setting line 9.40 metre 
 Bridge length 17.50 metres 
 Angle at setting line 44 degrees 
Bridge 3 Throw from centre of bridge to setting line 12.50 metres 
 Bridge length 15.60 metres 
 Angle at setting line 36 degrees 
 
Due to the proscenium height, fixtures on Bridge 1 cannot fully reach upstage. 
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Box Booms 
These positions have limited view of the stage. This needs to be considered when placing fixtures. 
Below is a photo of the positions from the setting line on centre. 
Most shots from Slot 2 Box 2 are compromised due to the placement of the PA. 
Each position can comfortably fit three profiles. 
 

 
 
If concerned about the shots you would like to achieve, please contact the Technical Lead. 
 
Box Booms US PS & OP  
Patch outlets (per side) 2 x 20 amp, 13 x 10 amp. 
Will comfortably house 3 Profiles (pacific, lustr etc) 
Throw to setting line at centre of stage is 6.00 metres.  
 
Box Booms DS PS & OP  
Patch outlets (per side) 2 x 20 amp, 8 x 10 amp  
Will comfortably house 3 Profiles (Pacific, Lustr etc) 
Throw to setting line at centre of stage 12.00 metres. Angle at setting line up to 60 - 68 degrees  
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Audio 
 
Please note noise levels are not to exceed 85dB. The Duty Technician has final say and you will be 
expected to reduce the volume if asked. 
 
Audio Operating Position 
The audio operating position can be located in the Bio Box or auditorium. The auditorium seats are at 
the back of the auditorium; R16-21 and S16-21. It is assumed all audio operation is from the Bio Box 
unless explicitly requested otherwise. Please confirm in advance if the auditorium position is required 
as the seats need to be taken off sale. 
 
Standard Audio Equipment 
Console Midas Pro2 Digital Audio Console 
Operating Position In the Bio Box or rear of the auditorium 
Stage Box 1x Midas DL251 I/O rack with 48 inputs and 16 outputs 

2x 100m Cat5 reels 
Stage Box Location Opposite Prompt behind the proscenium 
PA Layout Flown Left and Right arrays with subs 
PA – Loudspeakers 6 x Meyer Leopard boxes per side 
PA – Subs 1 x Meyer LFC-900 Active Subwoofer per side 
PA – Infills 2x Meyer Lina boxes along the front of stage 
PA – Processor Meyer Galaxy 816 Digital Processor 

Meyer Power and Signal Distribution Rack 
PA Patching Discrete Left, Right, Sub, and Infill sends run from the Bio Box. 

The Galaxy can be configured to process the infill or subs as a mix from 
Left and Right if required 

Microphones 4x Shure QLXD Wireless Handhelds with SM58 heads 
Foldback 2x JBL EON610 
 
 
Microphone Outlets 
Stage (In-floor wells P & OP wings) 20 total 
Orchestra pit (In-floor wells P & OP of Pit) 16 total  
Bridges/fly galleries  4 total  
Auditorium (Floor well centre of Auditorium) 2 total  
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Additional Stock 
Please note this stock is shared among IPAC venues and is subject to availability. Additional charges 
apply. 
 

Speakers  
8 EV xw12A with 4 x Q99 Amps 
4  FBT Jolly 
2 JBL PRX715 
2 JBL EON610 
  
Microphones 
6  Shure SM 58 Vocal Microphone  
4 Shure SM 57 Instrument Microphone  
2 Shure Beta58a Vocal Microphones  
2  Shure Beta57a Instrument Microphone  
4 Sennheiser MEB114B Boundary Mic 
2 Audio Technica MB1K/C Switched Mic 
1  Audio Technica 857 Gooseneck Lectern Mic  
1 DPA 4099p Piano Mics – Stereo Pair 
1 Sennheiser e902 Kick Mic 
4 Sennheiser e904 Clip-on Drum Mic 
4 Sennheiser e614 
2 Sennheiser e906 Guitar Mic  
5  Audio Technica 8033a Pencil Condensers  
4 Audio Technica Pro45 Drop Mics  
1  Shure Beta 87 Vocal Mic  
  
Direct Injection Boxes 
4  Radial Pro48 
2 Radial ProD2 
2 Radial USB DI 
2 Radial J48 
  
Radio Microphones  
4  Shure QLXD handheld system with SM-58 head (venue standard, no extra cost)  
2  Shure QLXD1 Bodypack transmitter with DPA 4066 to suit above receiver (available upon 

request) 
7  Sennheiser G3 Radio Mic Systems with 7x Handheld and 6x Bodypack System (Rack mounted 

with paddle aerial distributor) and JAG imx6a headsets 
  

Recorders and Interfaces 

1 Motu Ultralite MkIII 

1 Behringer U-Phoria UMC22 

1 Zoom H4n Pro 

  

Laptops 

1 MacBook Pro with QLab 5 Video licence 

1 MacBook Pro with QLab 4 Audio and Video licences 
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Pianos 
The IPAC has four pianos for use, subject to availability. Additional charges apply. Tuning can be 
arranged with sufficient notice. 
 
Model Style 

Yamaha C5 Grand piano 

Dynatone VGP3000 Electric baby grand 

Yamaha YUS3 Professional upright 

Yamaha C108 Console upright 

 
There are an assortment of benches and stools available for the pianos. 



 

February 2025 18 

Vision 
Standard Projector 
The IMB has Christie DWU1400-GS as standard mounted at the rear of the auditorium 
 
Model Christie DWU1400-GS 

Brightness 14,000 lumens 

Native Resolution 1920x1200 

Aspect ratio 16:10 

Lens 2.9-5.5 Zoom G 

Inputs HDMI, HDBaseT, SDI 

 
Additional Projectors 
The IPAC has a short throw projector than can be hired. 
 
Model Optima EH460ST 

Brightness 4200 lumens 

Native Resolution 1920x1080 

Aspect ratio 16:9 

Lens 0.5:1 

Inputs HDMI 

 

Projection Surfaces 
The IPAC has one Stumpfl Monoblox 64 fast fold screen. It can be flown or ground supported. 
Projection style Aspect ratio Dimensions 

Front project 4:3 16’ x 12’ 
488 x 366 cm 

Front project 16:9 16’ x 9’ 
488 x 274 cm 

Rear project 16:9 16’ x 9’ 
488 x 274 cm 

 

Vision Switching and Mixing 
The IPAC has a Blackmagic ATEM Mini Pro vision switcher with four HDMI inputs and one HDMI 
output. 
 
Additional costs apply to all Vision equipment.  
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Stage Management Equipment 
Paging System and Tannoy 
Paging to all dressing rooms, Green Room, Technical Office, Laundry, and Loading Dock. This feed also 
contains the show relay. All dressing rooms have adjustable volume on the relay. All other areas can 
switch between the feed from the IMB and the feed from the Bruce Gordon theatre. A paging 
microphone is located on the Stage Manager’s Desk but can be moved upon request. 
 
Video Stage Monitor 
A colour and low-light stage feed is present in the IMB Theatre. The cameras are located above the Bio 
Box at the rear of the auditorium. There are two 47cm TVs mounted on the Stage Manager’s desk for 
both feeds and one TV in the Bio Box with the low light feed. The colour feed is also accessible on the 
Green Room TV. 
 
Cue Lights 
The IPAC has a Leon Audio QLM16 Mk4 cue light system with 6 units. The unit can mount directly into 
the SMD or run to an alternate calling position. Please confirm availability with the Production & 
Technical Manager. 
 
Stage Manager’s Desk 
The Stage Manager’s desk is located Down Stage Prompt Side. The desk is equipped with a light, a low-
light and colour stage feed, and a wired comms pack and headset. The cue-light master station can be 
mounted into the Stage Manager’s desk upon request. 
 

Comms 
Wireless Comms 
Base Station Clear-Com Freespeak II 
Wireless Units 5 as standard 

Additional units are subject to availability 
 
Wired Comms 
Base Station Clear-Com MS-222 with 1 loop 
Wired Units  
Patch Locations Bio Box 
 Stage Manager’s Desk 
 Auditorium – G Row PS 
 Auditorium – L Row for Production Desk 
 Fly Rail 
 FOH Bridge 3 for Follow Spots 
 Stage Traps OP and PS 
 Fly Galleries 1, 2 and 3 on both sides 
 Dimmer Room 
 Technical Office 
 Green Room 

 
Production Desk 
There are two desks that can setup within the auditorium. These can be used as the in-house sound 
position at the back of the auditorium, or setup in the middle of the auditorium. The smaller table is 
150cm x 75cm. The larger table is 210cm x 90cm. Rostra can also be setup if additional space is 
required. 
 
If you wish to use these during performances, please notify the Production & Technical Manager as 
soon as possible to have these seats taken off sale. 
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Backstage Facilities 
Dressing Rooms 
The IMB Theatre has four dressing rooms, 1 to 4, allocated as standard. All dressing rooms contain air 
conditioning, toilets, and shower facilities. 
 
Dressing rooms 1 to 4 are adjacent to the IMB stage. Each fit four people. Dressing room 1 has 
accessible bathroom facilities. 
Dressing rooms 5 and 6 are on the first floor, with stairs coming down opposite the Prompt Side 
entrance to stage. Dressing room 5 fits 27 people. Dressing room 6 fits 28 people. 
Dressing rooms 7 and 8 are located on the Opposite Prompt side of the theatre and are allocated to the 
Bruce Gordon theatre as standard. These each fit 6 people and may be available upon request. 
Dressing Room 7 has accessible bathroom facilities. 
 
There are no designated production offices. If required, a dressing room will need to be used. 
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General Information 
 

Greenroom 
A green room is available. It is located upstairs and 
available to all hirers in the building. The green 
room is a shared space between hirers of the Bruce 
Gordon Theatre and the IMB Theatre + any other 
visitors. It also houses staff offices. Please note – 
there is to be no changing in the greenroom or 
bathrooms. There is a kitchen with hot water and 
fridge available. 
 
Laundry facilities 
Basic laundry facilities are available with prior 
arrangement. 1 x washing machine & 1 x dryer are 
available. An iron, ironing board & clothes steamer 
are also available. 
 
Smoking 
The Arts Precinct (including IPAC, the Art Gallery 
and Wollongong Town Hall) is a smoke free zone. 
By law, smoking and vaping can only take place in 
designated smoking areas. 
 
Technical Staff 
Merrigong Theatre Company requires a min of 2 x 
technical staff members to be present when the 
Hirer is in the venue. Additional staff may be 
requested by the Hirer or as dependent on 
production requirements.  
 
Duty Technician 
The Duty Technician holds ultimate responsibility 
for all Hirers whilst in the venue. They cannot take 
a show role as they need to be available to attend 
to matters as they arise. 
 
Award Conditions 
All technical staff at Merrigong Theatre Company 
work under the Live Performance Award 2010. 
The Duty Technician will ensure staff take 
adequate breaks and conditions are met. Extra 
charges will occur for missed meal breaks and 
overtime hours. 
 

Workplace Health and Safety 
The Hirer shall ensure safe work practices are 
adhered to by their staff/volunteers and defer to 
the venue staff if there is a question of safety 
and/or damage to the venue or equipment. 
All visiting Hirers must undergo a venue specific 
induction in regard to fire evacuation and 
workplace health and safety. A copy of the Fire 
Evacuation Safety Procedures are available on 
request. It is a requirement that closed shoes must 
be worn on stage during site inspections, bump-in 
and bump-out. 
All electrical equipment entering the building must 
carry the appropriate test and tag documentation. 
Every Hirer must provide Merrigong Theatre 
Company with appropriate risk assessment 
documentation. 
 
Please provide a risk assessment for your event. A 
generic risk assessment for standard BOH 
activities can be found on our website. 
www.merrigong.com.au 
 
Height Safety 
Height Safety equipment as required is provided as 
part of the venue hire. Hirer staff must be inducted 
if its use if required and must be used under 
supervision from a Merrigong Theatre Company 
employee. There is no access to the catwalks 
without a Merrigong Theatre Company employee 
present. 
 
Security 
MTC accepts no responsibility for any lost or stolen 
property. IPAC has a security system for the 
comfort, safety and security for all artists, staff and 
visitors of the centre. Please do not compromise 
this security by allowing unauthorized personnel 
backstage. 
External doors to the building are armed. Chocking 
or any other method of preventing their closure for 
any extended period may result in alarms being set 
off. The Duty Technician is the only authorized 
personnel to override this alarm. 
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